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�7�H�F�K�Q�L�F�D�O���6�S�H�F�L�¿�F�D�W�L�R�Q

Dimensions

A Length 100 mm
B Width (total) 80 mm
C Height (max) 20 mm
D Location, (width) 45 mm
E Location (height) 60 mm
H Hole sizes (dia.) 8.5mm, c/s mm 18 mm
Leaf thickness 8.5mm, pin diameter 10mm.

Materials and articulation
Moulded for strength and good appearance, large-diameter stainless
�V�W�H�H�O���S�L�Q���I�R�U���H�D�V�\���D�V�V�H�P�E�O�\�����Z�L�W�K���µ�2�¶���U�L�Q�J���¿�W�W�H�G���D�V���V�K�R�Z�Q��

�'�R�R�U���O�L�I�W�V���R�I�I���I�U�R�P���¿�[�H�G���S�L�Q���L�Q���E�R�W�W�R�P���K�D�O�I���R�I���K�L�Q�J�H�����2�S�S�R�V�H���/�+���	���5�+���L�I��
�G�R�R�U���L�V���U�H�T�X�L�U�H�G���W�R���E�H���S�H�U�P�D�Q�H�Q�W�O�\���¿�[�H�G��

Hinges open fully forward to 180°, backward to 110° from vertical.
Plant-on, and secured through countersunk holes in hinge leaf.

�%�O�D�F�N�����V�H�O�I���F�R�O�R�X�U�H�G���Z�L�W�K���¿�Q�H���W�H�[�W�X�U�H�G���¿�Q�L�V�K��

�0�R�X�O�G�H�G���L�Q�����������J�O�D�V�V���¿�O�O�H�G�����8�9���V�W�D�E�L�O�L�V�H�G���Q�\�O�R�Q��

Loading

Axial loading: 10.87 kN (max advised)
Radial loading: 2.42 kN (max advised)
�(�Q�G�X�U�D�Q�F�H���W�H�V�W�L�Q�J�������������������F�\�F�O�H�V�����U�L�J�W�H�V�W�H�G���W�R���Z�L�W�K�V�W�D�Q�G���V�D�O�W���V�S�U�D�\���	��
debris injection)
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